
USE SPRAY IRRIGATION
ON 1.5m/60” MAXIMUM
HEIGHT MSE WALL

LATERAL PIPE, SIZED TO MAXIMUM 5 FT/SEC
VELOCITY

SWING JOINT w/ SCH 40 STREET ELBOWS & SCH
80 NIPPLE.  INSTALL EXTRA STREET ELBOW AT
TEE

· INSTALL SPRINKLERS SPACED IN
ACCORDANCE WITH IRRIGATION
MANUFACTURER'S RECOMMENDATIONS

· IRRIGATION SUPPLIED FROM ELECTRIC
CONTROL VALVE. SIZE COMPONENTS IN
ACCORDANCE WITH  IRRIGATION
MANUFACTURER'S SPECIFICATIONS.  SIZE
LATERAL PIPE TO NOT EXCEED A VELOCITY
OF 5 FT/SEC.

· SPRAY HEAD WITH LOW APPLICATION RATE
& HIGH TRAJECTORY NOZZLE.  ENSURE
COMPLETE COVERAGE OF PLANT MATERIAL
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FLEX MSE STANDARD DETAILS

THE PURPOSE OF THIS DRAWING IS FOR PRELIMINARY DESIGN ONLY. THIS DRAWING SHOULD NOT BE
USED FOR FINAL DESIGN OR CONSTRUCTION WITHOUT THE CERTIFICATION OF A PROFESSIONAL
ENGINEER REGISTERED IN THE REGION IN WHICH THE WALL WILL BE BUILT. THE ACCURACY AND USE OF
DETAILS CONTAINED IN THIS DOCUMENT ARE THE SOLE RESPONSIBILITY OF THE USER. THE USER MUST
VERIFY EACH DETAIL FOR ACCURACY AS THEY PERTAIN TO THEIR PARTICULAR PROJECT.
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